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Technical Sheet 
 
 
GommAmica® Naturfill 
 
 
Origin 
Organic fiber and rubber granulate. 
 
Coating 
Non-toxic resin. 
 
Colour 
Brown. 
 
Applications 
Brown organic fiber and rubber granulate 
specially designed as infill material for football, 
five-a-side football and rugby fields in the 
latest generation of synthetic grass. 
 
Production technology 
The basic product is obtained through a 
process of mechanical grinding and magnetic 
separation of the debris. 
No other solid, liquid or gaseous substances are added during the process. The coating is obtained with non-
toxic resins and organic pigments, mixed with organic fiber with high water retention. 
 
Product and properties 
 

 

 
 

 

 

 

 

 

 

 

 

 
 

 

Physical properties Values 

Granulometry 0,5 – 2 mm 

Specific weight 0,71 (+/- 0,02) Kg/dm³ 

Dry density 0,34 (+/- 0,02) Kg/dm³ 

Wet density From 0,47 to 0,60 (+/- 0,02) Kg/dm³ 

Composition % 

Organic fiber (cork, coconut fiber, peat, bark)  30 - 50 

Rubber granulate GommAmica® Powerfill Brown < 30 

Water 20 - 40 
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Technical data 

 
 
 
 

 

 
 
Certificates 

 
ISO 9001:2015 – Commercial distribution of rubber materials and products, 
including recycled ones. 
 
ISO 14001:2015 – Commercial distribution of rubber materials and 
products, including recycled ones. 
 
LND – ELA/C – 006 – Certification of the product in accordance with the 
FIGC - LND regulation.  
 
LABOSPORT - 19-0108IT-B - Certification of Performance Infill Vegetal Mix 
F.I.G.C – L.N.D. 
 
 
 
 
 

Mechanical properties  Method 

Abrasion resistance No alteration after 22.500 cycles LISPORT 

Water solubility None  

UVA/UVB resistance Excellent  

Water retention Excellent between 20 and 40%  


